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AL6912-1003

Trusted for over 40 years by the US Military, Single Lid Cases offer 20%
more protective material in the edges and corners, where it is needed most,
ensuring that valuable equipment is kept safe from any unforeseen
elements. Available in several sizes, these cases are completely
customizable with a wide range of bolt-on options like document holders,
casters, humidity indicators and much more.

* Profilierte, ineinandergreifende, abdichtende Trennfugen fir Spritzschutz
und dichte Versiegelung selbst nach einem Aufprall

* Verstarkte Ecken und Kanten flr zusatzlichen Aufprallschutz
 Eingegossene Rippen und Sicken flr sicheres, rutschfestes und stabiles
Stapeln und zusatzlichen Schutz

* Ausgesparte Beschlage flir zusatzlichen Schutz

* Positiver Verriegelungsmechanismus verhindert ein AbreiBen des Deckels
nach Aufprall und reduziert die Belastung der Beschlage

* Patentierte eingegossene Metalleinlagen fir Verschluss/-
Scharnierbefestigungspunkte bietet Stabilitat

* Aus leichtem, schlagfesten Polyethylen aus einem Guss hergestellt

KONFIGURATIONEN

AL6912-1003 AL6912-1003-RP
Standard Empty

GROSSE

INNERE 69.37 x 12.00" x 14.09 (176.2 x 30.5 x 35.8 cm)

AUSSEN 72.37 x 15.00" x 16.28 (183.8 x 38.1 x 41.4 cm)

Deckeltiefe 3.60" (9.1 cm)

Bodentiefe 10.49" (26.6 cm)

Gesamttiefe 14.09" (35.8 cm)

Innenvolumen 6.79 ft3 (0.192 m3)
MATERIALEN

Gehause RotoMolded Polyethylene

Verschluss Steel (Nickel-black Plated)

0-Ring Dichtung Silicone Sponge

No Foam, empty case standard

Schaumstoff Optional PE and PU, 1 and 2 Ib. options filled and lined

Ausgleichsschraube Aluminum

Handgriff Heavy Duty Injection Molded Standard

Beschlage Yellow Carbon Steel Standard


https://www.peli.com/

FARBEN
Gray - 133 Fed Std
26270
GEWICHT

Gewicht
Schwimmfahigkeit
Master Pack Weight

TEMPERATUR

min. Temperatur
max. Temperatur

ANDERE

Militar

42.00 Ibs (19.1 kg)
596.52 Ibs (270.6 kg)
44.00 Ibs (20 kg)

-20°F (-28.9 °C)
140°F (60 °C)
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